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ASP Background Revised ASP Process
 An accident sequence precursor is an observed e Use the results of the SDP and MD 8.3 in lieu of performing separate ASP analyses.
event and/or condition at a plant, when combined
with one or more postulated events (e.g.,equipment * Revised review process — Only high-risk events (i.e., CCDP 210) will be sent out for formal NRR and licensee review.

failures, human errors), could result in core damage.

 Changes are part of a continuing effort to:
e Use plant-specific SPAR model to calculate risk.

— Increase ASP program efficiencies,
e Screening Criteria: CCDP 210°. — Improve the timeliness of ASP evaluations, and

— Achieve better coordination among the ASP program, the Significance Determination Process (SDP),
and Management Directive (MD) 8.3 processes.

ASP Uses  The changes will reduce peer review burdens to the NRC staff and licensees.

* A Regulatory Issue Summary (RIS) has been completed to inform licensees and other stakeholders of this revised

Input into Performance and ASP program process.
Accountability Report to Congress

Significant Precursors Are a Part of

the Abnormal Occurrence Criteria Recent ASP RGSU":S
 We will continue to provide the status of the ASP Program, including results and trends, in an annual Commission paper.

Provide Input into Industry Accident Sequence Precursors: 1969-2005

ASP Occurrence Rate: FYs 1988-2005
Trends Program

Integrated ASP Index: FYs 1996-2005
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